
Drain Knob

SECTION 3: OPERATING INSTRUCTIONS

Installation

Side Tray
Receivers

1. Locate the side tray receivers on 
the side of your chair

2. Push side tray posts evenly into 
the receivers

Storage

1. Locate the storage receivers on 
the back of your chair

2. Push side tray posts evenly into 
the receivers 9

Side Trays (Optional)
Side trays are a convenient way to offer manicure services in your pedicure chair. Each tray has 
2 posts that fit into receivers on the armrest door. See below for installation and storage.

Storage
Receivers
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Relaxor® Heat & Massage (Optional)
The following diagrams illustrate the ease-of-use and functionality that the Relaxor® system 
provides to you and your clients.

SELECT

WAVE

PULSE

Ultra

PWR

LO HI

1

2

3

Power

Lower Back Heat - HighLower Back Heat - Low

Massage All Zones - Continuous

Massage All Zones - Sequential

Massage All Zones - Short Bursts

Raise Massage Intensity

Raise Massage Speed

Upper Back Massage

Mid Back Massage
Low Back Massage

Lower Massage Intensity

Lower Massage Speed

RISK OF ELECTRIC SHOCK
Keep hand control and all electrical components away from water.

PWR

PWR

• Massage 15 Minute Timer (Standard)

• Massage 30 Minute Timer (Hold Down Button)

• Indicates Active Button

• Indicates Normal Standby

• Indicates High Mode

• Indicates Low Mode

Green Light

Blue Light

Red Light

Orange Light

Symbol Description
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Cleaning Sanijet® Pipeless Jets

Preparation & Cleaning
1. Drain the bath of all water.
2. Rotate the jet covers to unlock. (Fig. 1)
3. Remove the jet covers. (Fig. 2)
4. Remove the magnetic impellers/rotors from the jet case. (Fig. 3)
5. Place the jet covers and impellers/rotors in a sink.
6. Use a non-abrasive antibacterial cleaner to remove any visible residue, and rinse with 

fresh water.
7. Use a non-abrasive antibacterial cleaner to clean the basin, jet cases, drain stopper, and 

light casing, followed by a rinse with fresh water.

Fig. 1 Fig. 2 Fig. 3

Disinfection
1. Spray surface of the jet covers, impellers/rotors, and basin until throughly coated with an 

EPA-registered disinfectant.
2. Allow to set for the required disinfection contact period (refer to manufacturer specs).
3. Rinse surfaces with fresh water.

Re-Assembly
1. Dry the jet covers, impellers/rotors, and basin.
2. Reinstall the impeller (magnet will hold it in place). 
3. Reinstall the jet cover by placing it at the 10 o’clock position. Maintain even pressure and 

rotate jet cover to securely lock in place at the 3 or 9 o’clock position. 
NOTE: You will feel the cover click into place. 
            Jets will not run if not locked into place properly.

- Always refer to your state/local codes for specific cleaning requirements.
- NEVER USE abrasive cleaners on any surface area. Failure to comply can 
cause damage and void your warranty.

Foot Bath Additives
Provide an enhanced pedicure experience with essential oils, aromatherapy products, and other 
additives, knowing all residue can be easily removed. The Sanijet® foot bath can be used with 
most foot and skin care products, provided that the cleaning protocols are strictly followed.

Products NOT Recommended
• Silicate based bath additives/scrubs - may void warranty.
• High foam agents (use only low foam solutions).
• Abrasive cleaners that might damage the system components, and scratch/dull the basin 

surface (major scratches will require professional refinishing.
• To avoid discoloration, products with petroleum distillates must not remain on surfaces.



SECTION 4: CARE & MAINTENANCE

12

DO NOT USE acetone, paint thinner, bleach, “Armor All” type cleaners, or 
industrial cleaners. These will damage the upholstery’s protective coating.
Do not place nail care products on the tub.
Extended exposure to chemicals can damage the basin, footpad, and/
or upholstery. Failure to comply with all cleaning instructions can cause 
damage to your foot bath and pedicure chair, and void the warranty.

RISK OF ELECTRIC SHOCK
Always unplug this furnishing from the electrical outlet before cleaning.

Your pedicure chair is relatively maintenance free. However, to ensure your chair will continue 
to function properly and keep its appearance, we recommend the following.

Category Care Recommendation

Upholstery

Remove day-to-day dirt and smudges with a mild soap and water solution. 
For tough stains and to disinfect, use a (100 to 1) water to bleach solution. 
Spray a damp cloth with the solution to clean.

After each cleaning, gently wipe the upholstery with a damp cloth and clean 
water, then allow upholstery to air dry before using or storing.

For more difficult stains, please contact your dealer or please call us directly 
for guidance. For best results, use only the products suggested above.

Laminate & 
Avonite

Never use abrasive cleaners. A mild liquid detergent and warm water will 
clean soiled surfaces. To avoid discoloration, cleaners containing petroleum 
distillates must not remain on surfaces.

Electronics Anti-static electronic aerosol dusters can be used to keep the surfaces of 
electronic components, power cables, and plugs free of dust.

Lubrication  & 
Mechanical

If necessary, lubricate wheel joints, casters, and other mechanical parts with 
a light machine oil. Periodically check and ensure all visible bolts remain 
tightened.

Cleaning & Ongoing Maintenance
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This helpful troubleshooting guide will provide you with information about how to recognize a 
problem with your product, determine possible causes, and find a solution. 

In the event your specific situation is not covered in this guide, please contact Living Earth Crafts 
so our technical support department can assist you. Beyond the troubleshooting guide below, do 
not attempt to repair the issue yourself. This can void your warranty. 

Unauthorized service will not be covered. Please be sure to contact Living Earth Crafts Customer 
Service first at (800) 358-8292, (760) 597-2155 Int’l.

Troubleshooting

Issue Solution

No Power/Not 
Operating

1. Ensure the power cord is properly plugged into an operational GFCI 
power supply/outlet.

2. Check GFCI reset and circuit breakers or fuses.

3. Ensure the outlet in your room is receiving power. This can be done 
by plugging in a small appliance and turning it on.

No Power to 
Jets/Jets not 

Operating

1. Ensure the power cord is properly plugged into an operational GFCI 
power supply/outlet.

2. Check GFCI reset and circuit breakers or fuses.

3. Check jet covers are locked into the 9 o’clock or 3 o’clock “run” posi-
tion. You will feel the cover “click” into place.

4. Ensure magnetic rotor/impeller is correctly installed in the case. 

5. Reset the motors by unplugging the system, waiting 5 seconds, then 
plugging in again.

Excessive Noise 
from Jets

1. Remove jet assembly and inspect for dirt buildup, debris, or damage.

2. Follow cleaning instructions or replace if necessary.

Water Leakage

1. Check and ensure all visible bolts are tightened.

2. Call a plumber to determine the source of the leak.

3. If the leak is from the jet system, contact LEC customer service.
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Spec North America Europe/Asia

Input Voltage 120 VAC 220 VAC

Input Frequency 60 Hz 50 Hz

Total Consumption 
- All Options 10.5 Amps Max 5.7 Amps Max

Consumption - 
Standard Contour 6.5 Amps Max 3.5 Amps Max

Consumption - 
Relaxor Additional 4 Amps (Max) Additional 2.2 Amps (Max)

 
Discharge Pump Specification

Motor Design Single-phase synchronous motor

Flow Rate (120V) 24 l/min at 0, 1 bar

Flow Rate (220V) 20 l/min at 0, 1 bar

Duty Cycle Continuous

Power Consumption See electrical specification (next page)

Sanijet® Jet System Specification

Motor Design Single speed, electronic spherical DC motor with magnetic rotor 
impeller

Motor Materials Thermoplastic jet, motor, and case assembly; stainless steel rotor 
impeller

Safety Features Safety shutoff sensor, dry-run/thermal overload protection

Power Consumption See electrical specification (next page)
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Motor Design Single-phase synchronous motor

Flow Rate (120V) 24 l/min at 0, 1 bar

Flow Rate (220V) 20 l/min at 0, 1 bar

Duty Cycle Continuous

Power Consumption See electrical specification (next page)

Motor Design Single speed, electronic spherical DC motor with magnetic rotor 
impeller

Motor Materials Thermoplastic jet, motor, and case assembly; stainless steel rotor 
impeller

Safety Features Safety shutoff sensor, dry-run/thermal overload protection

Power Consumption See electrical specification (next page)

Owner’s Record
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Conforms to
UL STD 1647 

Certified to        
CSA STD C22.2 
No. 685003418

ETL Mark

Warranty Information
Living Earth Crafts (LEC) offers an industry best one (1) year warranty, worldwide, on all 
Pedicure Chairs and accessories. Foam and upholstery covering are warranted for three (3) 
years. Hydraulic systems, motors, controls, and actuators are warranted for two (2) years, 
including parts and labor. Accessories and options are warranted for one (1) year, unless 
otherwise noted. LED may repair or replace defective components at our discretion. LEC will 
return the warranted product, standard shipping pre-paid, to customers in the continental 
US. International customers are responsible for any applicable duties and taxes, as well as all 
shipping charges inbound and outbound. Normal wear and tear, and costs associated with 
maintenance procedures, and damage caused by accident, misuse, improper maintenance, 
harsh operating environments or neglect (which includes tears in the upholstery and damage 
caused by harsh chemical-based cleaners) are not covered under this warranty. All warranties 
are limited to repair or replacement, at LEC’s discretion, unless otherwise stated.



Does the Contour have backflow prevention?
Yes - see pages 10-11 in Installation Manual for backflow prevention details.

Do I still have to install backflow prevention on my main water supply line?
This is entirely dependent on your local and/or state codes. A licensed plumber with knowledge of 
your local and/or state codes can answer this question for you. 

Do we need to install a p-trap?
Check with the licensed plumber performing the install. It is dependent on your drain location.

Can you provide a letter to my city inspector stating my electrical and/or plumbing setup is 
acceptable?
Unfortunately not. In this document, we have provided all the information that a licensed plumber 
and electrician would need to perform the proper install that adheres to local and state codes. Living 
Earth Crafts does not have knowledge of all local and state codes and therefore is not qualified to 
advise on individual setup questions. If an inspector has questions about how your plumbing and/
or electrical is being set up, you will need to contact your plumber and/or electrician.

Does the Contour have GFI/GFCI built in?
There are no GFI/GFCIs built in to the system - we require a GFCI protected grounded circuit to 
supply power to the Contour.

Frequently Asked Questions
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Contact Us
Living Earth Crafts 
990 Joshua Way
Vista, CA. 92081
(800) 358-8292
(760) 597-2155 Int’l
(866) 449-8872 fax
info@livingearthcrafts.com

Hours of operation:

Monday - Friday 
8:00 a.m. to 5 p.m. PST

Saturday - Sunday
Closed

Visit us online at: livingearthcrafts.com

Read our blog at: livingearthcrafts.com/blog

Join us on Facebook®


